Mainline Switch Inspection Report Semi-Annual WO# 1023104 Page 1 of 3
Date gy /S nspection Crew Sys7) Crecssood dlefecn
Watchman & Larm
| Location 22(7’S£fmdard Joints
2Switchl.D. # 10738 (SJY R N/A
3Facing__ | Trailing 23 Switch Plates

Y R
Rail Points 24 Adjustablg Braces

4 Point to Point __5/ ¢
5 Point Condition
@ Y R Nothing less than 4 inches or greater than § inches.

6 Point Thrg '»Min 3 1/2 inches on house to int protected
N gy Ming S e P pointp

6a Point Opening :
0 s

N

7 jgt
SY R

8 General Condition of the Points
SYR

Gage

Heel of Switch

OMain (7%

10 Turnout __(-7# -

11 Gage ahead of Bend 44 AL
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in I%Q es
Turnout >/ 77

13Main___.5¢ /7

Stock Rail
l4gBend

S Y R
1 ;gondition
‘'S Y R

{;”
Bolts )
16 Loose ’i‘_,____ N/A
|7 Missing Jf’j . N/A

Rivets (Huck Bolts)

I8 Loose ___ 7 N.A
19 Missing (7 N/A

20 Cotter Pins Mi;sing c/ __NA
21 Jam Nuts Looge &7 N/A

2la Washers @ Broken M 1ssing

Remarks on page 3

GMIC 11-10-2011

8Y R NA
24a Non-Adjustable Braces
S Y RQVAD
Switch Rods
25 Front Rod
Y R NA
26 #]1 Rod (Basket Rod)
&Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
'Y R N/A
30 Closure Rail
R
31 Surface of Switch
S’Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Sy R

33 Switch Adjustments
Yes ﬁ&lﬁ

34 Lubrication
Ok Dry
35 Switch Targets/ Lamps
Ok Missing  (“N/A D
36 Latches
Ok Broken __Missing
37 Locks
( Broken  Missing
38 Greneral Condition
&Y R
39 Insulated Joints
(Y R
39g.Regular Joints
SY R






Mainline
50 Location
50a Switch LD. # ;70 7 373
5 l@) Trailing
52 Frog Tread N SYR
R S YR
53 Frog # 4
54/79 Point Condition
S'Y R
55 Condition of Frog
SYR
56 Surface of Frog
(5Y R
57 Throat in Inches 3 f”,%/

72 Flangeway Depth .
Flangeway Depth must not be less than 1 %4”

Gage Gt
58 Main Track G L

59 Turnout Track 5L 5

Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N_s77% R + ¥ 7 7
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N s %/ R 4.7 %
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R

63 Location of Guard Rail (Relation to Point)

S'Y R
Guard Rail Clamps
64 Main Track

/SY R N/A
65 Turnout Track
@ Y R NA

Class 1 Gage 56” to 57 »”

More than 57 %” Out of Service
Class 3 Gage 56" to 577

More than 57" to 57 ¥.” downgrade to

Class2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

79 Washers

Page 2 of 3

Turnout Ties
66 Condition
(S Y RNA
67 Rail Movement
(S Y R NA
Tie Plates
68 Lead
(SY R NA
69 Guard Rail Flan cway v5/
SYRN_/ZUcR__ /7
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y R NA
71 Frog Plates
S 'Y RNA

Bolts
73 Loose
74 Missing

O NA

O N/A

Rivets (Huck) p—
75 Loose N/

76 Missing ( N/Z:’
77 Nuts Missing  ©  N/A
78 Cotter Pins Missing @
Broken _Missing_ N/A
80 Hold Down Devices
R N/A
81 Spring Housing
¢SOY R N/A
82 Derails .
S Y RN/
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ beyond the last long tie

Difference

84 Condition of Line thru entire turnout

(SY R






Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by\i\\ @ @\i> \\L@ Date: %[/ S ~ S\B\

11-10-2011







Switch Inspection Report Semi-Annual
Date A-H-73

WO#_1023102.

Page 1 of 3

Inspection Crew Q?dzém}eeﬁwea o/; /de.ZSféQ'.l

Watchman & Lam
I Location _
2Switchl.D.# 207 3R
3 Facing ____l{__“ Trailing

Rail Points

4 Point to Point { j{; -

5 Point Condmon

S YR Nothing less than 4 inches or greater than § inches.

6 I};Oim ;hr w, Mmlg 172 lﬂg‘lj on house top point protected

6a Point Opening
N_ 45  R___5_

7 Fit
(Y R
8 General Condition of the Points
(Sj Y R
Gage
=t/
10 Tumout = é / C;’ g .
11 Gage ahead of Bend 5/, *7
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout Ve §"

13 Main &37

Stock Rail
14 Bend
f§ Y R
{5,Condition
S YR

Bolts V
16 Loose O N/A

17 Missing __ _’ N/A

Rivets (Huck Bolts)

I8Loose <" NA
[9Missing & N/A -

20 Cotter Pins Mlssmg __{;____ N/A
21 Jam Nuts Loose U N/

21a Washers i_@q Broken __ Missing

Remarks on page 3
GMUIC T1-10-2011

22 Standard Joints
&Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

(Y R NA
24a Non-Adjustable Braces
SYR )
Switch Rods
25 Front Rod
S’Y R NA
26 #1 Rod (Basket Rod)
&S Y R
27 #2 Rod
S Y R
28 #3 Rod
® Y R NA
29 #4 Rod
®Y R NA
30 Closure Rail
Y R
31 Surface of Switch
Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R

33 Switch Adjustments
Yes Cﬁ;L)

34 L ncatlon
Dry
35 Switch Targets/Lamps____
Ok  Missing CN/A)
36 Latches
Ok Broken
37 Locks
COK  Broken
38 General Condition
Y R
39 Insulated Joints
&Y R
a-Regular Joints
Y R

Missing.

Missing






Mainline
50 Location
50a Switch LD. # 579 7-2A

» Trailing
52FrogTread N (Y R

Y R
53 Frog # }{0

54/79 Point Condition
SYR
55 Condition of Frog
S(YR
56 Surface of Frog
@ Y R

57 Throatin Inches ___3 7%/
72 Flangeway Depth

Flangeway Depth must not be less than 1 %”

Gage o,
58 Main Track SN
z,

59 Turnout Track Sl X

Gage must not be less than 56” any class

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
&Y R NA
67 Rail Movement
R N/A
Tie Plates
68 Lead
R N/A
69 Guard Rail Flangeway s
SY RN _JPOR__ /5
Guard Rail Flangeway can not be less 1 14”
70 Guard Rail Plates
(Y RNA
71 Frog Plates
($Y RNA

Bolts )
73 Loose O NA
74 Missing & __N/A

Guard Rails o _ s Rivets (Huck)

60 Guard Rail Gage N_ 2 #7¢" R _ 57 7% 75 Loose _
Guard Rail Gage must more than 54 §/8;’ 76 Missing N/A
61 Back ToBack N < {,?}/9 R 22 %é? 77 Nuts Missing > N/A

78 Cotter Pins Missing

Back to Back Gage must be less than 53 1/8”
79 Washers (Ok) Broken__ Missing_ N/A

62 Condition

SYR
63io§cation of Guard Rail (Relation to Point) 80 Hold Down Devices
(S/;’Y R SOY R N/A
Guard Rail Clamps 81 Spring Housing
&Y R NA
82 Derails

64 Main T
SY RWNA
65 Turnout

rac SY
S YR @ 83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50° beyond the last long tie

Difference

Class 1 Gage 56” to 57 %”

More than 57 %” Qut of Service
Class 3 Gage 56” to 57 84 Condition of Line thru entire turnout

More than 57” to 57 ¥%” downgrade to R

Class 2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011







Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurgble.

Reviewed by: /l/

11-10-2011






Switch Inspection Report Semi-Annual

Mainline

Date f%"/ 4;/ /7

Watchman G, L g

I Location e

2 Switch [.D. # Lo’? lB

3Facing______ Trailing ___ ,_~

Rail Points

4 Point to Point __5 ¢ /5’5?

5 Point Condition

S YR Nothing less than 4 inches or greater than § inches.

6 Point Thro in31
N /?/M 3172 mches on house top point protected
6a Point Opening o
N__ 4 R__ 7
7 Fit
/S YR
8 General Condition of the Points
(Y R
Gage
Heel of Switch
9Main .5 ’.éﬁé
10 Turnout 52;/ g
11 Gage ahead of Bend >
Must not be legs than 56 mches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout _g; {/ }" B

13 Main LYy
Stock Rail

14 Bend

/S7Y R

I3 Condition

/Y R
Bolts

16 Loose __5 " N/A
[7Missing /2 N/A
Rivets (Huck Bolts)

18 Loose . NA

19 Missing < N/A
20 Cotter Pins Missing % N/A
21 Jam Nuts Loos & N/A
21a Washers @i Brokcn __Missing

Remarks on page
GAIC 11-10-2011

WO# _loz3loo

Page 1 of 3

Inspection Crew &”%3/’]7/‘ Sy é_Qé JQ/g/J‘oii'

22 Standard Joints

S Y R NA

23 Switch Plates
Y R

24 Adjustablg Braces

(8’'Y R NA

24a Non-Adjustable Braces

Switch Rods
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
SY R
28 #3 Rod
®Y R NA

§£Y R NA
30 Qlosure Rail
Y R

31 Surface of Switch
é Y R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
ead Block Ties
Y R
33 Switch
Yes (N
34 Lubrication
Dry
35 Switch Targets/Lamp,
Ok Missing
36 hes
Broken
cks
Ok/  Broken
38 General Condition
S'Y R
39 Insulated Joints
S/Y R
39a Regular Joints
@j Y R

justments

Missing

Missing:






Mainline Frog Inspection Report Semi-Annual Page 2 of 3

50 Location Turnout Ties
50a Switch ID. # ¢ 66 Condition
51 Facing Traxlmg LS} Y R NA
52 Frog Tread N R 67 Rail Movement
§, Y R (8 Y R N/A
53 Frog # /_’57 Tie Plates
54/79 Pomt Condition 68 Lead
LS YR ¥ Y RNA
55 Condmon of Frog 69 Guard Rail F langew;y
(SYR AYRN PR /75
56 §urface of Frog Guard Rail Flangeway can not be less 1 14"
i/S YR 70 Guard Rail Plates
Y R N/A

57 Throat in Inches _ 2 f ' 71 Frog Plates

72 Flangeway Depth A Y R N/A
Flangeway Depth must not be less than 1 %”

Gage 0, Bolts

58 Main Track o (Z, 7N 73 Loose £ N/A
59 Turnout Track __57, ¥/ ¢ 74 Missing O N/A

Gage must not be less than 56” any class

Guard Rails > Rivets (Huck) .
60 Guard Rail Gage N 5 ?"?"?{/ R_ 5477 75 Loose (VA )

Guard Rail Gage must more than 54 3/8” 76 Missing
61 Back To Back N 47 /}' R 4.7 35/.'/’ 77 Nuts Missing - [ N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pj Mlssmg N/A/
62 Condition 79 Washers (Ok ) Broken___Missing — N/A
S’Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R @ Y R NA
Guard Rail Clamps 8 ,S%mng Housing
64 Mam Track Y R NA
79 Y R N/A 82 Derails ___
65 Turnout Track S'Y N/A
@) Y R NA 83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to

_20%beyond the last long tie
Class 1 Gage 56” to 57 %”

More than 57 %" Qut of Service
Class 3 Gage 56” to 57” 84 Conditjon of Line thru entire turnout

More than 57” to 57 ¥.” downgrade to S)Y R
Class 2 and getsa Y

Remarks on page 3

GM,JC 11-10-2011







Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: // //%(,Q ;
/

11-10-2011






Switch Inspection Report Semi-Annual

Mainline

WO# 102380
Inspection Crew “ﬂézfg/}zgj}éegwbocé A/e_é_o,g_

Page 1 of 3

Date -4 /3

Watchman C L

I Location o
2 SwitchI.D. # 207 Ty ]
3Facing______ Trailing i
Rail Points )

4 Pointto Point .5/ %

5 Point Condition

S ‘Y R Nothing less than 4 inches or greater than 5 inches.
6 Point Th?)" Mmlg 12 ln;,hes on house top point protected

N 7
6a Point Og ing
N 57¢ R ??
7 Fit
’§‘ Y R
neral Condition of the Points
Y R
Heel of Switch
9 Main éé/

10 Turnout (@%,{ /f,

11 Gage ahead of Bend L5
Must not be legs than 56 mches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout i,_{/ )
13 Main il

Stock Rail
14 Bend
@? Y R
15, C ondition
5$ Y R

Bolts
16 Loose -
I7Missing (0 N/A

Rivets (Huck Bolts)
K& N:-A

18 Loose o -
19 Mlssmg N/A_

20 Cotter Pins Mlssmg ¢/ __N/A

21 Jam Nuts 100§e ¢ N
21a Washers Ok Broken L

Remarks on page
GMIC T1-10-2011

22§ ;\mdard Joints
Y R NA

23 Switch Plates
Y R

24 Adjustable Braces

(Y R NA
24a Non-Adjustable Braces
S YR
Switch Rods
25 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod

&Y R
28 #3 Rod
8 Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
BY R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
ead Block Ties
Y R

33 Switch Adjustments
Yes @

34 Lubrication
0 Dry
35 Switch Fargets/Lamps
Ok Missing
36 Latches
Broken __Missing
ks
0 Broken
38 General Condition
Y R
39 Insulated Joints
Y R
39a Regular Joints
BYRr

Missing






Mainline Frog Inspection Report Semi-Annual

50 Location
50a Switch [D. # 77
51 Facing .
52 Frog Tread N
R
53 Frog # /0
54/79 Point Condition
s@R
55 Condition of Frog
R
56 Surface of Frog
(DY R

57 Throat in Inches 3/

72 Flangeway Depth __ 7
Flangeway Depth must not be less than 1 %”

Gage -
5—8_§/I-ain Track Lo % é’?

59 Turnout Track __ 57 7¢&

Gage must not be less than 56 any class
Guard Rails

60 Guard Rail Gage N_ 59/ /¢ R _s% /%
Guard Rail Gage must more than 54 3/8”

61 Back ToBack N_<77¢R 75y
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
64 Main Track
'Y R N/A

65 Turnout Track
@Y R N/A

Class 1 Gage 56” to 57 %4

More than 57 14” Out of Service
Class 3 Gage 56” to 57

More than 57" to 57 ¥ downgrade to

Class2 and getsa Y
Remarks on page 3

GM:JC [1-10-2011

Page 2 of 3

Turnout Ties
66 Condition
S’Y R N/A
67 Rail Movement
Y R N/A
Tie Plates
68 Lead
(¢ Y R NA
69/Guard Rail Flangeway s
B/YRN_/Z¢ R /4
Guard Rail Flangeway can not be less 1 14”
70 Guard Rail Plates
§Y R N/A
71 Frog Plates
5 Y RNA

Bolts
73 Loose ¢ __N/A
74 Missing O N/A

Rivets (Huck) ,
75 Loose N/

76 Missing N/.

77 Nuts Missing (0 N/A -
78 Cotter Pins Missing @

79 Washers@ Broken __ Missing_ N/A

80 /hlold Down Devices
& Y RNA
81 Spring Housing
(8 Y RNA
82 Derails
SY /
83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
/§Q”\bevond the last long tie
@) Difference

3

84 Condi;ign of Line thru entire turnout

@}Y R






Remarks

Page 3 of 3

STress Crac /ffs Sdve b cpme ékdier aad are 7ar7 744 7&’/ Sre
T e A Frpsm e e 7~ &7/;‘/7&74”64 G0N g 2Pl s hec LA
Q8 2liprir Leoe <ide g L 7‘/)’(9;9&:/}77'7 -

Lo _edhe ¢ Coding 0U€l OA Main ide, aeelds i, ding

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measur

7

11-10-2011






Mainline Switch Inspection Report Semi-Annual WO# 1022986 Page 1 of 3
Date 4;}[15[:3 Inspection Crew ’T_Scu/su;e,' & Lm1
Watchman
1 Location e 22 Standard Joints
2 SwitchI.D.# 113 Y R NA
3Facing___ X Triling 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point __ 5| Y2 Y R NA
5 Point Condition 24a Non-Adjustable Braces
6(P$Yt T% Nothing less than 4 inches or greater than S inches. SwistchYRo%sQ
oint Throw,
N Min 3 172 mches on house top point protected 2% Fromt Rod Front Rod
6a Point Opening Y R N/A
N_ 5h R_S '/e. 26 #1 Rod (Basket Rod)
7 Fit ©Y R
&Y R 27 #2 Rod
8 General Condition of the Points Y R
YR 28 #3 Rod
Gage S Y R @
Heel of Switch 29 #4 Rod
9Main _ SLY% SYR
10 Tumout _5¢, /z losure Rail
11 Gage ahead of Bend  SL-%. Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout Q%__ B
13 Main &7
Stock Rail
14 Bend
Y R
ondition
@ Y R
Bolts
16 Loose__ ©  N/A
I7Missing ©  N/A
Rivets (Huck Bolts)
I8 Loose . NA
19 Missing @ N/A
20 Cotter Pinis Mlssmg __N/A
21 JamNuts Loose. =~ ©  N/A
21a Washers @ Broken _ Missing

Remarks on page 3

GMIC 11-10-201

Using a 62’ cord, not over
1”to 11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes 0
34 Lubrication
Ok D
35 Switch Targets/Lamps
¢) Missing N/A
36 LCatches
Broken
37 Locks
Broken
38 General Condition
Y R
91n ulatcd Joints
@ Y

39a Regu arJomts

OR R

_Missing.

Missing






Mainline

50 Location
50a Switch I.D. #
51 Facing
52 Frog Tread N
R Q@ Y R
53 Frog# __Ip
54/79 Point Condition
©YR

55 Condition of Frog

€Y RrR
56 Surface of Frog

@YR

57 Throat in Inches 2V

72 Flangeway Depth _,
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track S Y8
59 Turnout Track  Sts

Gage must not be less than 56” any class
Guard Rails _
60 Guard Rail Gage N_S4% R 54%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 53% R S>%
Back to Back Gage must be less than 53 1/8”
62 Condition
Y R

63 Location of Guard Rail (Relation to Point)

Y R
Guard Rail Clamps
64 Main Track

®Y R NA
65 Turnout Track

®Y R NA

Class 1 Gage 56” to 57 4

More than 57 ¥ Qut of Service
Class 3 Gage 56” to 57”

More than 57” to 57 '4” downgrade to

Class 2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
S Y RNA
67 Rail Movement
(S Y R N/A
Tie Plates
68 Lead
Y RNA
69 Guard Rail Flangeway
®Y RN /% R /%
Guard Rail Flangeway can not be less 1 4”
70 Guard Rail Plates
©Y R NA
71 Frog Plates
Y R N/A

Boilts
73 Loose [} N/A
74 Missing o N/A

Rivets (Huck)
75 Loose e} N/A

76 Missing o N/A

77 Nuts Missing N/A

78 Cotter Pins Missing N/A

79 Washers @ Broken__ Missing  N/A

80 Hold Down Devices
©Y R NA
81 Spring Housing
S Y R
82 Derails

N
83 imum difference in any 31’ in Cross

Level on the siding from the Frog Point to
30’ beyond the last long tie
Difference

84 Condition of Line thru entire turnout

QYR






Remarks

Page 3 of 3

Neer 7o Lome Pates
3 (oose  Brack,

ows PRR Blap

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: i\\ @@3\&/ i
V1

e £/ 163

11-10-2011






Switch Inspection Report Semi-Annual

Mainline

WO# 1023052

Page 1 of 3

Inspection Crew | Scpiscp & LAH\

Date 4‘{‘5 ! )
Watchman
I Location 22 Standard Joints
2SwitchI.D. # 121 ©Y R NA
3Facing_____ Trailing x 23 Switch Plates
@Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ 5/ /2 S YR
5 Point Condition 24a Non-Adjustable Braces
@.Y R Nothing less than 4 inches or greater than 5 inches. S Y R NA
6 I‘;O‘“tlggw Min 3 llﬁ'};fs on house top point protected -——-—-—-—g;vg::nﬁgg;
6a Point Opening ©Y R NA
N_ 4% R g% 26 #1 Rod (Basket Rod)
7 Fit Y R
Y R 27 #2 Rod
8 General Condition of the Points Y R
® YR 28%3 Rod
Gage SYR
Heel of Switch 29 #4 Rod
9Main __ SL% S YR
10 Turmout _SL.%4 30 Closure Rai
11 Gageahead of Bend S % Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Turnout _ 5 %

I3Main 5§ 3/1

Stock Rail
14 Bend

® YR

15 Condition

@YR

Bolts

16 Loose __ ©  N/A
17 Missing o N/A
Rivets (Huck Bolts)

I8 Loose . o ~ N:A

19 Missing © N/A
20 Cotter Pins Missing © NA
21 Jam Nuts Loose . NA

21a Washers @ Broken __ Missing

Remarks on page 3

GNLIC 1E-10-2011

ing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4»
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
$HSY R
33 Switch Adjustments
Yes ;
34 Lubrication

Ok @
35 Switch Targets/Lamps

k Missing N/A
ches

%:E) Broken
37 ks

Broken
38 (;encral Condition
OY R
39 Insulated Joints
)Y R
39a Regular Joints
@ Y R

__Missing

Missing






Mainline

50 Location
50a Switch LD, #
51 Facing
52 Frog Tread N
R
53Frog# 8
54/79 Point Condition
SYR
55 Condition of Frog
GOYR
56 Surface of Frog
®YR

Trailing

@
~
-]

57 Throat in Inches __2 Y4
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track SC 74
59 Turnout Track _ st.°
Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N 543, R 354
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S52% R 352%
Back to Back Gage must be less than 53 1/8”
62 Condition

®Y R
63 Location of Guard Rail (Relation to Point)

®YR
Guard Rail Clamps
64 Main Track

Y R N/A

GSéxmout Track

Y R NA

Class 1 Gage 56” to 57 %”
More than 57 %” Qut of Service

Class 3 Gage 56” to 57”
More than 57” to 57 ¥ downgrade to

Class 2 and getsa Y
Remarks on page 3

GM:IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
Y R NA
67 Rail Movement
§ Y R N/A
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway
®YRNJ/%B R _[%
Guard Rail Flangeway can not be less 1 14”
70 Guard Rail Plates
®Y RNA
71 Frog Plates
@ Y R NA

Bolts

73 Loose @) N/A
74 Missing o N/A

Rivets (Huck)
75 Loose D N/A

76 Missing o N/A

77 Nuts Missing o N/A

78 Cotter Pins Missing o N/A

79 Washers OR Broken__ Missing___ N/A

80 Hold Down Devices
@ Y R N/A

81 Spring Housing
S'Y

82 Derails

SYR@B

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to

50" beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout
Y R






Remarks
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Haep To Tupow

\Sev:f Der Piates (Rousty)
aees To ore Sewwoiren Stawn

oW PRR  #H[3ag

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: \\E\N (@Kﬁwg&b Date: %’/ ’g/ / 2

ot

=%

11-10-2011






Switch Inspection Report Semi-Annual

Mainline
Date 4lis)z
Watchman
1 Location B
28witchI.D. # 124 A

3Facing__y _ Trailing

Rail Points

4 Point to Point 5] 3%

5 Point Condition

® lY R Nothing less than 4 inches or greater than S inches.
6 Point Throw. Min 3 1/2 inches on house top point protected
N_S¥g R _S4&
6a Point Opening
N S% R
7 Fit
®YR
8 General Condition of the Points
@ Y R

Gage
Heel of Switch

9Main__ Sp.%
10 Turnout
11 Gage ahead of Bend s1.%
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout _ (4
13 Main 2 h

S%

Stock Rail
14 Bend

® Y R
15 Condition

@Y R

Bolts
l6Loose o
[7Missing o,

Rivets (Huck Bolts)

I8 Loose o NA

19Missing 0 N/A

20 Cotter Pins Missing o N/A

21 Jam Nuts Loose =~ o  N/A

2la Washers (OR  Broken___ Missing

Remarks on page 3

GMIC 11-10-2011

WO# 1023148

Page 1 of 3

Inspection Crew .I__SQ}-JISLFR) G lam

22 Standard Joints
©Y R NA
23 Switch Plates
Y R

24 Adjustable Braces

©Y R NA
24a Non-Adjustable Braces
S YR
Switch Rods
25 Front Rod
&Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
® Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
Y R
31 Surface of Switch
Y R
sing a 62’ cord, not over
1”to 1 1/2” for a Y and no
more than 1 1/2” to 1 3/4™
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
SSY R
33 Switch Adjustments
Yes
34 Lubrication
Qo Dry
35 Switch Targets/Lamps
Ok Missing__N/A
36 Latches
Broken____Missing
37 Locks
Broken _ Missing
38 General Condition
Y R
39 Insulated Joints
(@ Y R
39a Regular Joints
® Y r






Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ® YR
R Y R
53 Frog#4 @
54/79 Point Condition
®YR
55 Condition of Frog
©YR
56 Surface of Frog
YR

57 Throat in Inches 1%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track S A
59 Turnout Track <LV

Gage must not be less than 56 any class
Guard Rails
60 Guard Rail Gage N 5454 R S454
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 52% R 32%
Back to Back Gage must be less than 53 1/8”
62 Condition
(YR

63 Location of Guard Rail (Relation to Point)

©Y R
Guard Rail Clamps
64 Main Track

©Y R NA
65 Turnout Track

® Y R NA

Class 1 Gage 56” to 57 15”

More than 57 %" Out of Service
Class 3 Gage 56” to 577

More than 57” to 57 ¥ downerade to

Class 2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties

79 Washers @

Page 2 0of 3

66 Condition
S Y RNA
67 Rail Movement
©® Y R N/A

Tie Plates

68 Lead

S Y RNA
69 Guard Rail Flangeway

©Y RN |7 R [%
Guard Rail Flangeway can not be less 1 4”
70 Guard Rail Plates

SY R N/A
71 Frog Plates

® Y R NA

Bolts
73 Loose ®) N/A
74 Missing o NA

Rivets (Huck)
75 Loose

(e
76 Missing © NA
77 Nuts Missing o N/A

78 Cotter Pins Missing © N/A
Broken__ Missing  N/A

N/A

80 Hold Down Devices
QY R N/A
81 Spring Housing
S Y RQVA
82 Derails
SY R
83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50’ beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout

@Y R






Remarks
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not megsurable.
0 Ve I §
Reviewed by: Y\!\( j(\u[//(//;é Date: %L_,/ 7 [

11-10-2011







